NOTE:

FLOOR CONCRETE SHALL BE PLACED IN INTIMATE
CONTACT WITH COMPOSITE LINER. NO GRANULAR BASE
MATERIAL IS TO BE USED.

PAN—L—BILT WALL PANEL

COMPOSITE LINER *
MINIMUM 1.5 FT THICK FOR PI
> 7 AND P200 > 207

MINIMUM 3.0 FT THICK FOR PI
< 7 AND F200 > 20%

FLOOR REINFORCEMENT

6" X 6" Wi.4 X W14
WELDED WIRE FABRIC

THE THICKNESS OF THE IN—PLACE SOILS ™|

SHALL BE IN ACCORDANCE WITH

WISCONSIN STANDARD 313, TABLE 1 OR

TABLE 2 FOR CLAY LINER CRITERIA

- FOLNDATION-SOIES

TYPE 1 FLOOR AND WALL DETAILS

PAN—L—HILT WALL PANEL

COMFPOSITE LINER *
MINIMUM 1.5 FT THICK FOR Pl
> 7 AND P20C > 207

MINIMUM 3.0 FT THICK FQOR PI
< 7 AND P20C > 207

ELOOR REINFORCEMENT

THE FLOOR SHALL HAVE #3 STEEL BARS
18" 0.C.EW.. NQ CONTROL JOINTS ARE
REQUIRED. STEEL SHALL BE CONTINUQUS
THROUGH ALL CONSTRUCTION JOINTS.

TYPE 2 FLOOR AND WALL DETAILS

* COMPQSITE LINER (SOIL ADJACENT TQ WALLS AND
FLOORS) CAN BE IN PLACE SOILS OR
COMPACTED HORROW.
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